
1 Turn ‘POWER’ button off

2 Remove the Front Panel,
Electronic Cell & Carbon Filter
A Remove the front panel

B Place fingers under each pull handle on
the top le� and right sides of the electronic
cell holder and pull forward, evenly and 
firmly, to dislodge the magnetic bracket
holders and tip the holder open

C Pull out the carbon filter from behind the 
electronic cell using the green tab on the 
right hand side

When ‘REPLACE UV LAMPS’ indicator 
light comes on

3 Remove the Old UV-C Bulbs
Remove the 2 (two) silver bulb covers

Remove the 2 (two) UV-C bulbs by
rotating them slightly and pulling them 
from the light sockets

Discard the old UV-C bulbs in regular 
waste disposal
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How to Change the UV-C Bulbs
Carbon Granite (SCA4000R)
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MAKING YOUR INDOOR
AIR THIS CRYSTAL CLEAR

To view our series of ‘How to Guides’ such as Monthly Maintenance, Changing Carbon Filter,
Changing UV-C Bulbs... please visit: http://www.surgicallycleanair.com/how-to-guides.html 

How to Change the UV-C Bulbs
Carbon Granite (SCA4000R)

5 Reset the Air Purifier
Replace the carbon filter with the green tab
facing you on the top right corner

Re-insert the electronic cell back in place,
making sure the ‘air flow arrow’ points into 
the air purifier

Replace the front panel
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Insert 1 (one) UV-C bulb into each light socket
and turn slightly to secure them in place
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Replace the 2 (two) silver bulb coversC
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[Option 1] Press the ‘POWER’ button for 5 (five) to 10 (ten) 
seconds until it beeps to reset the air purifier
[Option 2] Remote control: press the reset button and hold for 3 
(three) seconds (may need to repeat) until the air purifier beeps
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Remove the 2 (two) new UV-C bulbs from 
their packaging and hold by the ends (try 
not to touch the glass tubes)
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4 Install the New UV-C Bulbs


